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CORRIGENDUM-IV & CLARIFICATION TO BIDDER’S PRE-BID QUERIES-11

TO,
PROSPECTIVE BIDDER(s)

SUB: ISSUANCE OF COORIGENDUM NO-IV & CLARIFICATION TO BIDDER’S PRE-BID
QUERIES-III AGAINST e-TENDER ID. 2025 BCPL 246960 1 DATED 30.08.2025 UNDER
BCPL TENDER DOCUMENT NO. BCPL/C&P/LE25W061DD/03460 FOR “DESIGN,
ENGINEERING, SUPPLY, INSTALLATION AND COMMISSIONING OF AUTOMATIC RIM
SEAL PROTECTION SYSTEM FOR EXTERNAL FLOATING ROOF NAPHTHA STORAGE
TANKS AT BCPL, LEPETKATA”.

Dear Sir(s)/Madam(s),

With reference to the above-mentioned Tender, Corrigendum No. [V & Clarification towards Bidder’s Pre-
Bid Queries:

A. Corrigendum towards Sccetion-VI1 [ Technical Specification (TS) & Scope of Work| are as under:

Sr.No. | Original as per tender | Text as per Corrigendum-11 ‘ To be amended/read as

| document I
LHS cable shall be of overall

insulated twisted pair of tri-metallic
cores. The cable shall be 1KV tested

LHS cable shall be of overall | protective  LSZH  outer  couated.
insulated twisted pair of tri-meltallic | Please also note LHS cable shall he

LHS Conductor cores. The cable shall be [ KV tested | UL Lised. CE Marked and RollS
1. material: Tinned protective LSZH outer coated. compliant
copper coadted steel Please also note LHS cable shall he or
UL Lised. CE Marked and RoHS LHS Conductor material: Tinned
compliant. copper coated steel. The LHS

elements shall be of suitable
diameter and thickness in line with
UL listing/VdS/FM/LPCB approval.

|
Insulation shall be of 1KV rtested |
2, Insulation: Insulation shall be of 1KV tested | protective LSZH outer coated. ‘

Thermoplastic (Heat protective LSZH outer coated, or
sensitive Polymer) Insulation: Thermoplastic (Heat

sensitive Polymer)

ofigra wrtea: 741 A, TemRye de,
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Sr. | Clause |
No. | No. |
| Sr. No. 15
Page No. 1S
| | of 27
| BCPL.'s
Remark
|
| |
Sr. No. 16!
Page No. 15|
2. of 27 :
' |
BCPL.’s I
: Remark |
RFQ Clause
3.0
Interlock
3. and
| Shutdown
| System
Page  No.
228 of 255
A
4,

| listed. CE

LHS cable shall be of overall
insulated twisted pair of tri- |temperaturc and the inner insulation
metallic cores. The cable as well as outer insulation gets
shall
protective
coated. Please also note LHS |passing
icable shall be UL Lised. CE |minimum. In such scenario 1KV
Marked

‘compliam.

' The above signals @-h)_

Description

be IKV

outer

tested at
1LSZH
and RoHS |

Vendor Query BCPL Reply

LHS cable works on [ix rated | Both, original Tender
Technical specification
of  LHS cable and
technical  specilication
of LIS cable provided
by BCPL in the pre-bid
reply (i.e. Corrigendum-

i) are acceptable.

damaged in case of tire resulting in
lFire Signal. The voltage and current
through it are very

testing shall not be mandatory?

| | Insulation shall be of 1KV | Also, MOC of cable doesn’t matter |

tested protective LSZH |

outer coated.

shall be made available at
package PLC based fire
alarm system local panel by
the Vendor. Vendor shall
provide 12 pair X 2.5 mm2 |
multi-cables for hardwired |
interface  from package
PLC based fire alarm |
system local panel to|
Purchaser’s F&G control |
system (located at SRR-2). |
Redundant /O cards are
required for Vendor's PLC
and same is applicable for |
these signals too. |
.LHS Cable shall be of]
overall insulated twisted
pair of tri- metallic cores.
The cable shall be I KV
tested protective LSZH
outer coated. Please also
note LHS cable shall be UL
marked. and

Both. original Tender

as long as two conductors gets Technical specification

short afler expose to flame/ fire. | of LHS cable and|
Hence request client to except the  technical  specilication

of LHS cable provided
by BCPL. in the pre-bid
reply (i.e. Corrigendum-
1) are acceptable.

LHS cable which we have alrcady
supplied and working satistactorily
as mentioned in PQC criteria.
Kindly confirm?

Tender Condition shall |
prevail

Please confirm if 12 pair X 2.5
mm2  multi-cable  shall  be |
considered for hardwired signal |
from Local Control Panel in Field
to  Purchaser's F&G control |
System (located at SRR-2)?

|

Both, original Tender
Technical specification
of LHS cable and
technical specification
of LHS cable provided
by BCPL in the pre-bid
reply (i.e. Corrigendum- |
I1) are acceptable.

"To the best of our knowl_edge. the |
specification seeked in BCPL’s
reply is met by only One OEM.

Hence, we request to M/s BCPL to
kindly review.
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| SECTIO N/

RoHS compliant.

* The offered LHD cable
should have Proven Track
| Record (PTR) of similar
[ system (same type, same
make and same model /
| series) operaling
satisfactorily for a duration
of at least 6 months in Rim
VI | seal protection system of

CILNOS of| Hydrocarbon Tankage of
RFQ | any Petroleum/
Pg. 185 of| Petrochemical installation
255 Cin India. Relevant

| documents shall be

submitted during technical
bid submission.

" Tender requirement specifies for | Tender condition shall

Two wire based Rim Seal
Requirement and hence bidder has
to offer Two based system.

BCPL. last reply says - “The
offered LI1ID cable should have
Proven Track Record (PTR) of
similar system (same type, same
make & same model /series)
operating satisfactorily for a
duration of at feast 6 months in
Rim seal protection system of

Hydrocarbon Tankage of any
Petroleum/Petrochemical
installation in India.”

| If any bidder who has executed
| Hollow Metallic Tube based Rim

Seal System , how they will be able |
submit PTR of Offered Two Wire |
Rim Seal System?

| Hence it is earnest request to kindly

modify this clause to “Proven
Track Record (PTR) of Rim Seal |
System as per OISD 116/ 117 to be |
submitted during technical bid l

| submission.” |

All other terms & conditions of the tender document shall remain unchanged.

Thanking You!

For BR;

(DEBAJY
Senior M;

ger (CAsRpH \m
o ASSAM)

IMAPUTRA ('I%‘\'CKER AND POLYMER LIMITED
’LD,I/

prevail
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